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EARTH BEAY | T THIS 1S A TEMPORARY EARTH BERM CONSTRUCTED AT THE EDGE OF
- o p— THE EMBANKMENT DURING THE GRADING OPERATION.  THIS BERM
I WILL PREVENT SLOPE EROSION AND DIRECT RUNOFF TO A DOWH
- T~ | DRAIN "Dnl' OR CATCHMENT AREA.  THIS WILL BE USED ON ALL
- - GRADING PROJECTS.
RN Y= S
mz SECTION 161 1/ . THIS ITEM |5 TO BE USED ALONG THE TOP OF HIGH FiLL SECTIONS
e — - 7O DIRECT RUNOFF INTO THE TEMPORARY SLOFE DRAINS.
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S A STRIP OF UNDISTURBED ORIGINAL VEGETATION, ENHANCED OR
BUFFER ZONE RESTORED EXISTING VEGETATION, OR THE RE-ESTABLISHMENT OF

BT

.:ﬂ VEGETATTON SURROUNDING AN AREA OF DISTURBANCE OR BORDERING

SYMBOL

\ STREAMS,

FONDS. WETLANDS., LAKES, AND COASTAL WATERS.
BOUNDARITES OF THESE AREAS ARE BE DELINEATED BY ORANGE
BARRIER FENCE.
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ESA-Z257(0R 507 )STREAM BUFFER, ETC.

(ESA) CONTAINS RESOURCES
THAT ARE ENVIRONMENTALLY, CULTURALLY, OR HISTORICALLY
SENSTTIVE.,  ESA AREAS INCLUDE, BUT ARE NOT LIMITED TO:
STATE WATER LUFFERS, ARCHAEQLOGICAL SITES, HISTORIC SITES,
AND PROTECTED ANTMAL AND FPLANT SPECIES HABITATS. M WORK
IS AUTHORTZED TN THIS AREA, THE WORK MUST BE PERFORMED |IN
ACCORDANCE WITH SECTION 107 AND ANY OTHER APFLICABLE
SPECTAL FROVISTONS AND APPLICABLE FLAN NOTES.

awﬁ ORANGE BARRIER FENCE DELINEATES ESA AREAS WHERFE THE
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CONTRACTOR SHALL NOT CLEAR, GRUB, FPLACE CONSTRUCTION

OR EQUIPMENT WITHIN THIS AREA.
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A CHECK DAM COMFOSED OF SYNTHETIC FIBER FABRIC, WIRE
REINFORCED, FPOST, AND BRACING PLACED IN DITCHES IN A
SPECTAL CONFIGURATION WHICH CONTROLS ENERGY DISSIPATION
FILTRATION OF STORM WATER.  SEE CONSTRUCTION DETAIL
FOR SPACING REQUIREMENT.
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THIS ITEM 15
PART OF

SUITTABLE FOR USE IN ROADSIDE DITCHES
INFRASTRUCTURE CONSTRUCTION PROJECTS.

THAT ARE

IFTHIS TTEM 1S USED TN AN AREA WITHOUT A SEDIMENT BASIN
CONSTDERATION SHOULD BE GIVEN TO USING TWO OR MORE ROCK
FILTER DAMS NEAR THE DISCHARGE FOINT.
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TN | SECTION 163,
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STONE CHECK DAMS ARE USED N ROADWAY DITCHES.

CLOTEX]TLE
UNDERLITNER SHALL BE USED WHEN PLACING STONE CHECK DAMS,

BITUMINOUS THIS ITEM CONSISTS OF PLACING ONE OR MORE LAYERS OF
TREATED BITUMINOUS TREATED ROV ING ON A PLANTED AREA N
ROV I NG CHANNELS TO STABILIZE VEGETATION AND PREVENT EROSON.
: { BITUMINOUS TREATED ROV ING SHALL BE PLACED TO PROTECT THE
DITCH FLOWING TO A DEPTH "Dp" RECOMMENDED BY THE GDOT DITCH
SN SECTION 167 PROTECTION PROGRAM.  ADDITITIONAL FROSION CONTROL MEASURES
o 715 MAY BE REQUIRED.
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"Dp” SHALL BE IDENTIFIED IN A TABLE LOCATED ON THE SUMMARY
OF QUANTITIES SHEETS
Ch-57
CHANNE L THIS [ TEM CONSISTS OF CONSTRUCTING A 4" THICK CONCRETE
CONCRETE =2 CHANNEL. THE CONCRETE SHALL PROTECT THE DITCH FLOWING TO A
//iffﬁjgﬁ/ DEPTH "Dp" RECOMMENDED BY THE GDOT DITCH PROTECTION PROGRAM
e
o
T | SECTION 161, T “Dp SHALL BE TDENTIFIED 1N A TABLE LOCATED ON THE SUMMARY
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